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Product Peak
Wavelength Angle Aperture Power Package

MTPS2065PT 650 5 25 0.12 Pigtail Metal Can
Domed Lens (1 pin) VS652PT VS652PT.pdf 0 

MTPS2097MC 980 60 25 0.45 3.5x2.2 SMD Flat Lens
(2 pin) LS972SMC LS972SMC.pdf v070225 0 

MTPS3065NK1-UR 650 6 50 0.300 TO-46 Metal Can
Domed Lens (2 pin) VS653NK1 VS653NK1.pdf 1 

MTPS3074BW 750 8 50 1.2 TO-18 Metal Can Flat
Lens (2 pin) VSB743TS5-550G VSB743TS5-550G.pdf 1 

MTPS3085CP 850 12 50 1.6 3.5x2.2 SMD Domed
Lens (2 pin) LS853SMCP LS853SMCP.pdf 0 

MTPS3085MC 850 100 50 3 3.5x2.2 SMD Flat Lens
(2 pin) LS853SMC LS853SMC.pdf 0 

MTPS3085MT 850 100 50 3 PLCC-4 SMD Flat Lens
(4 pin) LS853SMT LS853SMT.pdf 0 

MTPS3085NK1 855 7 50 1.5 TO-46 Metal Can
Domed Lens (2 pin) LS853NK1 LS853NK1.pdf 0 

MTPS3085P-C 850 4 50 2.5 TO-18 Metal Can
Domed Lens (2 pin) LS853C LS853C.pdf 0 

MTPS3085SMR1-IR 860 12 50 0.700 3.0x3.0 mm SMD
Dome Lens LS853SMSRY1 LS853SMSRY1.pdf 1 

MTPS3085WC1 850 90 50 2.1 TO-46 Metal Can Flat
Lens (2 pin) LS853TM1-WRC LS853TM1-WRC.pdf 0 

MTPS3085WS 850 100 50 2.8 TO-18 Metal Can Flat
Lens (2 pin) LS853TS LS853TS.pdf 0 

MTPS5085BSL 850 15 50 3.4 TO-18 Focused Ball
Lens (2 pin) LSB855SL-550G LSB855SL-550G.pdf 0 

MTPS5085BWS 850 6 50 3.5 TO-18 Metal Can Flat
Lens (3 pin) LSB855TS5-550G LSB855TS5-550G.pdf 0 

MTPS7065MC 650 90 150 1.6 3.5x2.2 SMD Flat Lens
(2 pin) VS657SMC VS657SMC.pdf 0 

MTPS7065MT 650 90 150 2.2 PLCC-4 SMD Flat Lens
(4 pin) VS657SMT VS657SMT.pdf 0 

MTPS7065MT2-BK 650 40 150 1.0 PLCC-2 SMD Flat Lens
(2 pin) VS657SMT2-BK VS657SMT2-BK.pdf 0 

MTPS7065SMR1-UR 650 8 150 0.570 3.0x3.0 mm SMD
Dome Lens VS657SMSRY1 VS657SMSRY1.pdf 1 

MTPS8065PT 650 10 80 0.7 Pigtail Metal Can
Domed Lens (1 pin) VS658PT VS658PT.pdf 0 

MTPS8065WC 650 90 150 0.9 TO-18 Metal Can Flat
Lens (2 pin) VS657TM-WRC VS657TM-WRC.pdf 1 

MTPS8085CP 850 12 150 2.5 3.5x2.2 SMD Domed
Lens (2 pin) LS858SMCP LS858SMCP.pdf 0 

MTPS8085FT 850 50 150 1 Pigtail Metal Can
Domed Lens (1 pin) LS858FT LS858FT.pdf 0 



MTPS8085M1 850 80 150 8 
TO-46 Low Profile
Metal Can Domed

Lens (2 pin) 
LS858ML1 LS858ML1.pdf 0 

MTPS8085MC 850 100 150 4.5 3.5x2.2 SMD Flat Lens
(2 pin) LS858SMC LS858SMC.pdf 0 

MTPS8085MT 850 100 150 3 PLCC-4 SMD Flat Lens
(4 pin) LS858SMT LS858SMT.pdf 0 

MTPS8085MT4S 855 60 150 3.5 2.1x2.1 SMD Flat Lens
(2 pin) LS858SMT4S LS858SMT4S.pdf 0 

MTPS8085NK1 855 24 150 3 TO-46 Metal Can
Domed Lens (2 pin) LS858NK1 LS858NK1.pdf 0 

MTPS8085P-C 850 5 150 3.3 TO-18 Metal Can
Domed Lens (2 pin) LS858C LS858C.pdf 0 

MTPS8085PT 850 10 150 2 Pigtail Metal Can
Domed Lens (1 pin) LS858PT LS858PT.pdf 0 

MTPS8085PWC-C 850 2.5 150 3.0 TO-18 Metal Can
Domed Lens (2 pin) LS858C-WRC LS858C-WRC.pdf 0 

MTPS8085SMR1-IR 860 9 150 1.2 3.0x3.0 mm SMD
Dome Lens LS858SMSRY1 LS858SMSRY1.pdf 1 

MTPS8085W 850 40 150 6 TO-18 Metal Can Flat
Lens (2 pin) LS858TM LS858TM.pdf 0 

MTPS8085WS-WRC 855 50 150 2.7 TO-18 Metal Can Flat
Lens (2 pin) LS858TS-WRC LS858TS-WRC.pdf 0 

MTPS9062MC-BK 630 90 25 0.05 3.5x2.2 SMD Flat Lens
(2 pin) VS629SMC3 VS629SMC3.pdf 0 

MTPS9062PT 640 10 25 0.015 Pigtail Metal Can
Domed Lens (1 pin) VS629PT VS629PT.pdf 0 

MTPS9062WC 650 90 25 0.018 TO-18 Metal Can Flat
Lens (2 pin) VS629TM-WRC VS629TM-WRC.pdf 0 

MTPS9067MC 650 50 160 0.6 3.5x2.2 SMD Flat Lens
(2 pin) VS679SMC VS679SMC.pdf 0 

MTPS9067MT 650 50 160 2.4 PLCC-4 SMD Flat Lens
(4 pin) VS679SMT VS679SMT.pdf 0 

MTPS9067NK1 650 5 160 0.4 TO-46 Metal Can
Domed Lens (2 pin) VS679NK1 VS679NK1.pdf 0 

MTPS9067P-C 650 2.5 160 0.4 TO-18 Metal Can
Domed Lens (2 pin) VS679C VS679C.pdf 0 

MTPS9067WC 650 45 160 0.4 TO-18 Metal Can Flat
Lens (2 pin) VS679TM-WRC VS679TM-WRC.pdf 0 



Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Forward Current (DC)  	 IF 	 15 	 mA

Reverse Voltage 	 VR 	 5 	 V

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

Lead Soldering Temperature*2	 Tls	 260	 ºC 	  	  	

 	  	 	

 	  	

 		   	 *1: Tw=10µsec, T=10msec;  *2: Time 5 Sec max, Position: Up to 3mm from the body.

Peak Emission Wavelength: 650nm
The 650nm Point Source Series is designed for applications requiring high accurary and precision. Custom 

package solutions and sorting are available.

FEATURES

> Hermetically Sealed Pigtail Package

> Emitting Window Diameter Ф 25μm

> Gold Plated Dome Lens 

> High Reliability / High Output Power

> Extremely Narrow Radiation Pattern

APPLICATIONS

> Optical Sensing / Optical Instruments

> Linear & Rotary Encoder

> Machine Vision / CCD  

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Reverse Current 	 IR 	 VR=5V 	 -- 	 -- 	 100 	 µA

Peak Emission Wavelength 	 λp	 IF=5mA 	 -- 	 650 	 -- 	 nm

Half Intensity Beam Angle 	 Ө 	 IF=5mA 	 -- 	 ±5 	 -- 	 deg
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Forward Current (Pulse)*1  IFP  20  mA

Power Dissipation  PD  45  mW

Power Output  PO  IF=5mA  --  120  --  µW

Forward Voltage  VF  IF=5mA  --  2.1  2.5  V

Spectral Line Half Width  ∆λ  IF=5mA  --  18  --  nm



Unit: mm, Tolerance: ±0.2
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Product No: MTPS2065PT
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

			    	  	  	

 	  	 	

 	  	

 		   	 *1: Tw=10µsec, T=10msec.  

as uniform spectral emission. Custom package solutions and sorting are available.

FEATURES

> 3.5×2.2×1.24 Flat Top Ceramic SMT

> High Reliability / High Output Power

APPLICATIONS

> Optical Scanning

> Linear & Rotary Encoder

> Edge Sensing

> Optical Sensors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Reverse Current 	 IR 	 VR=5V 	 -- 	 -- 	 100 	 µA
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Product No: MTPS2097MC

Peak Emission Wavelength: 980nm
The 980nm Point Source Series is designed for applications requiring high accuracy and precision as well 

Forward Voltage  VF  IF=20mA  --  1.45  --  V

Power Output  PO  IF=20mA  --  0.45 --  mW

Peak Emission Wavelength  λp IF=20mA  --  980  --  nm

Half Intensity Beam Angle  Ө  IF=20mA  --  ±60  --  deg

Spectral Line Half Width  ∆λ  IF=20mA  --  55  --  nm

> Emitting Window Diameter Ф 25μm

Forward Current (DC)   IF  30  mA

Forward Current (Pulse)*1  IFP  0.3  A

Power Dissipation  PD  50  mW

Reverse Voltage  VR  5  V

2025-07-02
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Product No: MTPS2097MC

RADIATION PATTERN

     Recommended Soldering Pattern [mm]
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

Lead Soldering Temperature*2	 Tls	 260	 ºC           			 

	  	

 		   	 *1: Tw=10µsec, T=10msec.  *2: Time 5 Sec max, Position: Up to 3mm from the body.

FEATURES APPLICATIONS

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT
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Peak Emission Wavelength: 650nm

Preliminary

Product No: MTPS3065NK1-UR
Infrared Point Source Emitter

2023-11-02

and precise optical / mechanical axis alignment.  Custom package solutions and sorting are available.

The MTPS3065NK1-UR is a infrared Point Sopurce Emitter for applications requiring high output 

> Red Color Point Source

> Emitting Window Dia. 50um

> Narrow Beam Angle

> Optical Switches

Forward Current (DC)   IF  10 mA

Forward Current (Pulse)*1  IFP  30 mA

Power Dissipation  PD  45  mW

Reverse Voltage  VR  5  V

Peak Emission Wavelength  λp IF=5mA --  650  --  nm

Reverse Current  IR  VR=5V --  --  100  µA

Power Output  PO  IF=5mA  --  300  --  uW
Forward Voltage  VF  IF=5mA  --  2.0  2.4  V

Spectral Line Half Width  ∆λ  IF=5mA  --  5  --  nm

Half Intensity Beam Angle  Ө  IF=5mA --  ±6  --  deg



Global Headquarters, 3 Northway Lane North, Latham, NY 12110, USA   www.marktechopto.com

TOLL FREE: 1-800-984-5337 • PHONE: 518-956-2980 • FAX: 518-785-4725 • EMAIL: info@marktechopto.com

2

Product No: MTPS3065NK1-UR
Infrared Point Source Emitter

2023-11-02



Global Headquarters, 3 Northway Lane North, Latham, NY 12110, USA   www.marktechopto.com

TOLL FREE: 1-800-984-5337 • PHONE: 518-956-2980 • FAX: 518-785-4725 • EMAIL: info@marktechopto.com

3

The information contained herein is subject to change without notice.

Product No: MTE3065NK1-UR
Infrared Point Source Emitter

2023-11-02



Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

 	  	

 		   	 *1: Tw=10µsec, T=10msec.  *2. Time 5sec Max, Position: Up to 3mm from the body.

FEATURES

> Hermetically Sealed TO-18 Package

> Gold Plated Flat Top Can 

> High Reliability / High Output Power

APPLICATIONS

> Optical Scanning

> Linear & Rotary Encoder

> Edge Sensing / Optical Sensors

> Fiber Optics / Optical Communications

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT
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Preliminary

as well as uniform spectral emission. Custom package solutions and sorting are available.

Peak Emission Wavelength: 750nm
The 750nm Point Source Series is designed for applications requiring high accuracy and precision 

Power Output  Po  IF=50mA  --  1.2  --  mW

Peak Wavelength  λp IF=50mA  --  750  --  nm

Spectral Line Half Width  ∆λ  IF=50mA  --  26  --  nm

Forward Current (Pulse)*1  IFP  0.2  A

Power Dissipation  PD  180  mW

Operating Temperature Range  Topr  -20 ~ +85  ºC

Storage Temperature Range  Tstg  -30 ~ +100  ºC

Lead Soldering Temperature*2  Tls  260 ºC

Forward Current (DC)   IF  80  mA

Reverse Voltage  VR  5  V

Reverse Current  IR  VR=5V  --  --  100  µA

Forward Voltage  VF  IF=50mA  --  1.9  2.5  V

Half Intensity Beam Angle  Ө  IF=50mA  --  ±8  --  deg

> Ф 50μm Glass Ball Lens

Product No: MTPS3074BW

2023-12-18
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Package Dimensions

Product No: MTPS3074BW
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View AngleRadiation Distribution

Spectral Response

Product No: MTPS3074BW
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Forward Current (DC)  	 IF 	 100 	 mA

Forward Current (Pulse)*1 	 IFP 	 0.8 	 A

Reverse Voltage 	 VR 	 5 	 V

Power Dissipation 	 PD 	 190 	 mW

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

			    	  	  	

 	  	 	

 	  	

 		   	 *1: Tw=10µsec, T=10msec.  

Peak Emission Wavelength: 855nm
The 850nm Point Source Series is designed for applications requiring high accuracy and precision as well 

as uniform spectral emission. Custom package solutions and sorting are available.

FEATURES

> Ceramic Dome Surface Mount 3.5×2.2×1.91

> Emitting Window Diameter Ф 50μm

> Extremely Narrow Radiation Pattern 

> High Reliability / High Output Power

APPLICATIONS

> Optical Scanning

> Linear & Rotary Encoder

> Edge Sensing

> Optical Sensors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Power Output 	 PO 	 IF=20mA 	 -- 	 1.6 	 -- 	 mW

Forward Voltage 	 VF 	 IF=20mA 	 -- 	 1.7 	 2.2 	 V

Reverse Current 	 IR 	 VR=5V 	 -- 	 -- 	 100 	 µA

Peak Emission Wavelength 	 λp	 IF=20mA 	 -- 	 855 	 -- 	 nm

Spectral Line Half Width 	 ∆λ 	 IF=20mA 	 -- 	 40 	 -- 	 nm

Half Intensity Beam Angle 	 Ө 	 IF=20mA 	 -- 	 ±6 	 -- 	 deg
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Unit: mm, Tolerance: ±0.2
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Forward Current (DC)  	 IF 	 100 	 mA

Forward Current (Pulse)*1 	 IFP 	 0.8 	 A

Reverse Voltage 	 VR 	 5 	 V

Power Dissipation 	 PD 	 190 	 mW

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

			    	  	  	

 	  	 	

 	  	

 		   	 *1: Tw=10µsec, T=10msec.  

Peak Emission Wavelength: 855nm
The 850nm Point Source Series is designed for applications requiring high accuracy and precision as well 

as uniform spectral emission. Custom package solutions and sorting are available.

FEATURES

> 3.5×2.2×1.24 Flat Top Ceramic SMT

> Emitting Window Diameter Ф 50μm

> High Reliability / High Output Power

APPLICATIONS

> Optical Scanning

> Linear & Rotary Encoder

> Edge Sensing

> Optical Sensors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Power Output 	 PO 	 IF=20mA 	 -- 	 3.0 	 -- 	 mW

Forward Voltage 	 VF 	 IF=20mA 	 -- 	 1.7 	 2.2 	 V

Reverse Current 	 IR 	 VR=5V 	 -- 	 -- 	 100 	 µA

Peak Emission Wavelength 	 λp	 IF=20mA 	 -- 	 855 	 -- 	 nm

Spectral Line Half Width 	 ∆λ 	 IF=20mA 	 -- 	 40 	 -- 	 nm

Half Intensity Beam Angle 	 Ө 	 IF=20mA 	 -- 	 ±50 	 -- 	 deg
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Unit: mm, Tolerance: ±0.2
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Forward Current  	 IF 	 50 	 mA

Forward Current (Pulse)*1 	 IFP 	 200 	 mA

Reverse Voltage 	 VR 	 5 	 V

Power Dissipation 	 PD 	 100 	 mW

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

 	  	 	

 	  	 	

 	  	

 		   	 *1: Tw≤100µsec [4% duty].

Peak Emission Wavelength: 850nm
The 850nm Point Source Series is designed for applications requiring high accuracy and precision as well 

as uniform spectral emission. Custom package solutions and sorting are available.

FEATURES

> PLCC-4 Package

> Emitting Window Diameter Ф 50μm

> High Reliability / High Output Power

APPLICATIONS

> Optical Scanning

> Linear & Rotary Encoder

> Edge Sensing

> Optical Sensors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Power Output 	 PO 	 IF=20mA 	 2.0 	 2.5 	 -- 	 mW

Power Output*1 	 PO 	 IFP=200mA 	 8.0 	 -- 	 -- 	 mW

Forward Voltage 	 VF 	 IF=20mA 	 -- 	 1.65 	 2.2 	 V

Reverse Current 	 IR	 VR=5V 	 -- 	 -- 	 100 	 µA

Peak Emission Wavelength 	 λp 	 IF=20mA 	 -- 	 850 	 -- 	 nm

Spectral Line Half Width 	 ∆λ 	 IF=20mA 	 -- 	 34 	 -- 	 nm

Half Intensity Beam Angle 	 Ө 	 IF=20mA 	 -- 	 ±50 	 -- 	 deg
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