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Product Angular
Response

Peak
Wavelength Package Spectral

Range
Fall
Time

Rise
Time

MTD6000CP-T 10 880 3.5x2.2 SMD Domed
Lens (2 pin) 400-1100 5µS 7µS PT060SMCP PT060SMCP.pdf 0 

MTD6000MC-T 50 880 3.5x2.2 SMD Flat Lens
(2 pin) 400-1100 5µS 7µS PT060SMC PT060SMC.pdf 0 

MTD6000PP 22 880 1.55mm Metal Pill
Domed Lens 400-1100 10µS 10µS PT060PP PT060PP.pdf 0 

MTD6000PT-T 20 880 Pigtail Metal Can
Domed Lens (1 pin) 400-1100 5µS 7µS PT060PT PT060PT.pdf 0 

MTD8000D1 30 880 3mm Plastic Round
Lens 450-1050 20 20 PTF080D1 PTF080D1.pdf 0 

MTD8000D3 65 880 3mm Plastic Flat Lens 450-1050 20 20 PTF080D3 PTF080D3.pdf 0 

MTD8000M3B-T 160 880 3mm Ceramic Domed
Lens (2 pin) 400-1100 10µS 10µS PTC080M3B PTC080M3B.pdf 0 

MTD8000N4-T 24 880 TO-18 Metal Can
Domed Lens (3 pin) 400-1100 10µS 10µS PT080N4 PT080N4.pdf 0 

MTD8600M3B 80 880 3mm Ceramic Domed
Lens (2 pin) 400-1100 10µS 10µS PTC086M3B PTC086M3B.pdf 0 

MTD8600N-T 24 880 TO-18 Metal Can
Domed Lens (2 pin) 400-1100 10µS 10µS PT086N PT086N.pdf 0 

MTD8600N4-T 24 880 TO-18 Metal Can
Domed 400-1100 10µS 10µS PT086N4 PT086N4.pdf 0 

MTD8600T-T 110 880 TO-18 Metal Can Flat
Lens (2 pin) 400-1100 10µS 10µS PT086T PT086T.pdf 0 

MTD8600T4-T 110 880 TO-18 Metal Can Flat
Lens (3 pin) 400-1100 10µS 10µS PT086T4 PT086T4.pdf 0 



Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

			    	  	  	

 	  	 	   	  	  	

Peak Sensitivity Wavelength: 880nm

sensitivity applications.

FEATURES APPLICATIONS

> Optical Switches

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm

 	  	 	  	  		

 	  	 	  			 

 	  	 	  	  	  	

 	  	 	  	  	  	

Photo Transistor

Global Headquarters, 3 Northway Lane North, Latham, NY 12110, USA   www.marktechopto.com

TOLL FREE: 1-800-984-5337 • PHONE: 518-956-2980 • FAX: 518-785-4725 • EMAIL: info@marktechopto.com

1

*1: Color Temperature=2870OK Stardard Tungsten Lamp.

> Smoke Detectors

Collector Dark Current  Iceo  Vce=20V, Ee=0mW/cm2 *1 --  --  100  nA

Collector-Emitter Voltage  Vceo  30  V

Emitter-Collector Voltage  Veco  5  V

Collector Current Ic  20  mA

Collector Power Dissipation  Pc  100  mW

Operating Temperature Range  Topr  -25 ~ +100  ºC

Storage Temperature Range  Tstg  -30 ~ +125  ºC

Soldering Temperature  Tls  260  ºC

C-E Saturation Voltage  VCE(sat)  Ic=0.2mA, Ee=5mW/cm2 *1     --  0.2  --  V

2021-10-08

Product No: MTD6000CP-T

The MTD6000CP-T is a photo transistor in a SMD package. It is well suited for high reliability and high 

Collector Emitter Current  Icel  Vce=20V, Ee=0.5mW/cm2 *1  --             0.30  --  mA

Angular Response  Ө -- -- ±10 -- deg

> Narrow Angular Response

> Edge Sensing

Switching Time (Rise Time)  Tr  RL=100Ω, Vce=5V, Ic=0.5mA    --  7 --  µS

Switching Time (Fall Time) Tf RL=100Ω, Vce=5V, Ic=0.5mA    -- 5 -- µS 

> High Reliability in Demanding Environments 

> 3.5 x 2.2 SMD Package 



Unit: mm, Tolerance: ±0.2
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Product No: MTD6000CP-T



Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

			    	  	  	

 	  	 	   	  	  	

Peak Sensitivity Wavelength: 880nm

sensitivity applications.

FEATURES APPLICATIONS

> Optical Switches

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm
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*1: Color Temperature=2870OK Stardard Tungsten Lamp.

> Edge Sensing (Coin Dispensor)

> Smoke Detectors

Collector Dark Current  Iceo  Vce=20V, Ee=0mW/cm2 *1 --  --  100  nA

Product No: MTD6000MC-T

The MTD6000MC-T is a photo transistor in a SMD package. It is well suited for high reliability and high 

> Wide Beam Angle

Collector-Emitter Voltage  Vceo  30  V

Emitter-Collector Voltage  Veco  5  V

Collector Current Ic  20  mA

Collector Power Dissipation  Pc  100  mW

Operating Temperature Range  Topr  -25 ~ +100  ºC

Storage Temperature Range  Tstg  -30 ~ +125  ºC

Soldering Temperature  Tls  260  ºC

Collector Emitter Current  Icel  Vce=20V, Ee=0.5mW/cm2 *1  -- 0.15  --  mA

C-E Saturation Voltage  VCE(sat)  Ic=0.2mA, Ee=5mW/cm2 *1     --  0.2  --  V

Angular Response  Ө -- -- ±50 -- deg

2021-10-08

Switching Time (Rise Time)  Tr  RL=100Ω, Vce=5V, Ic=0.5mA    --  7 --  µS

Switching Time (Fall Time) Tf RL=100Ω, Vce=5V, Ic=0.5mA    -- 5 -- µS 

> High Reliability in Demanding Environments 

> 3.5 x 2.2 SMD Package 



Unit: mm, Tolerance: ±0.2
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2021-10-08



Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Collector-Emitter Voltage 	 Vceo 	 20 	 V

Emitter-Collector Voltage 	 Veco 	 5 	 V

Collector Current	 Ic 	 30 	 mA

Collector Power Dissipation 	 Pc 	 80 	 mW

Lead Soldering Temperature*1 	 Tls 	 260 	 ºC

			    	  	  	

 	  	 	   	  	  	

Peak Sensitivity Wavelength: 880nm

sensitivity applications.

FEATURES

> High Reliability in Demanding Environments 

APPLICATIONS

> Optical Switches

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm
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*1: Color Temperature=2870OK Stardard Tungsten Lamp.

Product No: MTD6000PP

2021-02-23

> Super Compact (1.55 Dia.) Pill Package 

> Narrow Angular Response

> Edge Sensing (Coin Dispensor)

> Smoke Detectors

Operating Temperature Range  Topr  -30 ~ +125  ºC

Storage Temperature Range  Tstg  -40 ~ +125  ºC

Junction Temperature  Tj  125  ºC

*1: Time 3 Sec max, Position: Up to 1mm from the body.

Angular Response  Ө -- -- ±22 -- deg

Switching Time (Rise Time)  Tr  RL=100Ω, Vce=5V, Ic=1mA     --  10  --  µS

Switching Time (Fall Time) Tf RL=100Ω, Vce=5V, Ic=1mA     -- 10 -- µS 

The MTD6000PP is a photo transistor in a pill package. It is well suited for high reliability and high 

Collector Emitter Current  Icel  Vce=20V, Ee=0.5mW/cm2 *1  0.3 0.5  --  mA

Collector Dark Current  Iceo  Vce=20V, Ee=0mW/cm2 *1 --  --  100  nA

C-E Saturation Voltage  VCE(sat)  Ic=0.2mA, Ee=5mW/cm2 *1     --  0.2  0.4  V



Unit: mm, Tolerance: ±0.2
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Collector-Emitter Voltage 	 Vceo 	 30 	 V

Emitter-Collector Voltage 	 Veco 	 5 	 V

Collector Current	 Ic 	 20 	 mA

Collector Power Dissipation 	 Pc 	 100 	 mW

Operating Temperature Range 	 Topr 	 -25 ~ +100 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +125 	 ºC

Junction Temperature 	 Tj 	 125 	 ºC

Lead Soldering Temperature*1 	 Tls 	 260 	 ºC

			    	  	  	

 	  	 	   	  	  	*1: Time 5 Sec max, Position: Up to 3mm from the body.

Peak Sensitivity Wavelength: 880nm
The MTD6000PT-T is a photo transistor in a hermetically sealed pigtail package. It is well suited for high 

reliability and high sensitivity applications.

FEATURES

> High Reliability in Demanding Environments 

> Narrow Angular Response

> Metal Can Package 

> Compact 

APPLICATIONS

> Optical Switches

> Optical Sensors

> Fiber Optical Communications

> Optical Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Collector Emitter Current 	 Icel 	 Vce=20V, Ee=0.5mW/cm2 *1 	 --	 0.7 	 -- 	 mA

Collector Dark Current 	 Iceo 	 Vce=20V, Ee=0mW/cm2 *1	 -- 	 -- 	 100 	 nA

C-E Saturation Voltage 	 VCE(sat) 	 Ic=0.2mA, Ee=5mW/cm2 *1 	 -- 	 0.2 	 -- 	 V

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm

Switching Time (Rise Time) 	 Tr 	 RL=100Ω, Vcc=5V, Ic=0.5mA 	 -- 	 7.0 	 -- 	 µS

Switching Time (Fall Time)	 Tf	 RL=100Ω, Vcc=5V, Ic=0.5mA	 --	 5.0	 --	 µS	

Angular Response 	 Ө	 --	 --	 ±10	 --	 deg

 	  	 	  	  		

 	  	 	  			 

 	  	 	  	  	  	

 	  	 	  	  	  	

Photo Transistor
Product No: MTD6000PT-T

Global Headquarters, 3 Northway Lane North, Latham, NY 12110, USA   www.marktechopto.com

TOLL FREE: 1-800-984-5337 • PHONE: 518-956-2980 • FAX: 518-785-4725 • EMAIL: info@marktechopto.com

1

2011-07-19

*1: Color Temperature=2870OK Stardard Tungsten Lamp.



Unit: mm, Tolerance: ±0.2
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

  	  	 	

 	  		

 	  	

 		   	 *1: Time 5 Sec max, Position: Up to 3mm from the body.

high reliability and high speed applications.

FEATURES

> Wide Angular Response 

> High Reliability in Demanding Environments

APPLICATIONS

> Optical Switches

> Edge Sensing

> Fiber Optical Communications

> Smoke Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
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> Compact

ITEMS  SYMBOL  CONDITIONS  MIN       TYP  MAX  UNIT

Collector Dark Current Iceo  Vce=10V   --      --  100  nA

C-E Saturation Voltage VCE(sat)  Ic=0.2mA,L=5.0mW/cm2 *1  --       0.2  --  V

Collector Emitter Current Icel  Vce=10V,L=0.5mW/cm2 *1  --      1.5  --  mA

Spectral Sensitivity λ  --   --    450~1050  --  nm
Peak Sensivitivy Wavelength λp  --   --       880  --  nm

Angular Response Ө  --   --             ±30  --  deg
Switching Time Tr,Tf RL=1000Ω ,Vc=5V,Ic=1mA  --    20, 20 -- uS 

*1: Color Temperature=2870OK Stardard Tungsten Lamp

Product No: MTD8000D1

Collector-Emitter Voltage Vceo 30  V

Emitter-Collector Voltage Veco  5  V

Collector Current Ic  50  mA
Collector Power Dissipation Pc  200  mW

Operating Temperature Range          Topr  -20 to 85  ºC

Storage Temperature Range Tstg  -30 to 100      ºC

Junction Temperature Tj 100 ºC      

Lead Soldering Temperature *1 Tls  260  ºC

Photo Transistor

The MTD8000D1 is a photo transistor in a 3mm clear plastic package. It is well suited for 

Peak Sensitivity Wavelength: 880nm

2018-08-07



Unit: mm, Tolerance: ±0.2
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Product No: MTD8000D1

① Collector ② Emitter

Photo Transistor
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

  	  	 	

 	  		

 	  	

 		   	 *1: Time 5 Sec max, Position: Up to 3mm from the body.

high reliability and high speed applications.

FEATURES

> Wide Angular Response 

> High Reliability in Demanding Environments

APPLICATIONS

> Optical Switches

> Edge Sensing

> Fiber Optical Communications

> Smoke Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
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> Compact

ITEMS  SYMBOL  CONDITIONS  MIN       TYP  MAX  UNIT

Collector Dark Current Iceo  Vce=10V   --      --  100  nA

C-E Saturation Voltage VCE(sat)  Ic=0.2mA,L=5.0mW/cm2 *1  --       0.2  --  V
Spectral Sensitivity λ  --   --    450~1050  --  nm
Peak Sensivitivy Wavelength λp  --   --       880  --  nm

Switching Time Tr,Tf RL=1000Ω ,Vc=5V,Ic=1mA  --    20, 20 -- uS 

*1: Color Temperature=2870OK Stardard Tungsten Lamp

Collector-Emitter Voltage Vceo 30  V

Emitter-Collector Voltage Veco  5  V

Collector Current Ic  50  mA
Collector Power Dissipation Pc  200  mW

Operating Temperature Range          Topr  -20 to 85  ºC

Storage Temperature Range Tstg  -30 to 100      ºC

Junction Temperature Tj 100 ºC      

Lead Soldering Temperature *1 Tls  260  ºC

Photo Transistor

Collector Emitter Current Icel  Vce=10V,L=0.5mW/cm2 *1  --      0.5  --  mA

Angular Response Ө  --   --             ±65  --  deg

Product No: MTD8000D3

The MTD8000D3 is a photo transistor in a 3mm clear plastic package. It is well suited for 

Peak Sensitivity Wavelength: 880nm

2018-08-07



Unit: mm, Tolerance: ±0.2
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① Collector ② Emitter

Photo Transistor
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Collector-Emitter Voltage 	 Vceo 	 20 	 V

Emitter-Collector Voltage 	 Veco 	 5 	 V

Collector Current	 Ic 	 30 	 mA

Collector Power Dissipation 	 Pc 	 80 	 mW

Operating Temperature Range 	 Topr 	 -25 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

Junction Temperature 	 Tj 	 100 	 ºC

Lead Soldering Temperature*1 	 Tls 	 260 	 ºC

			    	  	  	

 	  	 	   	  	  	*1: Time 5 Sec max, Position: Up to 3mm from the body.

Peak Sensitivity Wavelength: 880nm
The MTD8000M3B-T is a photo transistor in a ceramic package. It is well suited for high reliability and high 

sensitivity applications.

FEATURES

> High Reliability in Demanding Environments 

> Ceramic Package 

> Compact 

APPLICATIONS

> Optical Switches

> Optical Sensors

> Optical Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Collector Emitter Current 	 Icel 	 Vce=10V, Ee=0.5mW/cm2 *1 	 --	 1.0 	 -- 	 mA

Collector Dark Current 	 Iceo 	 Vce=10V, Ee=0mW/cm2 *1	 -- 	 -- 	 100 	 nA

C-E Saturation Voltage 	 VCE(sat) 	 Ic=0.2mA, Ee=5mW/cm2 *1 	 -- 	 0.2 	 -- 	 V

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm

Switching Time (Rise Time) 	 Tr 	 RL=100Ω, Vcc=5V, Ic=0.5mA 	 -- 	 10.0 	 -- 	 µS

Switching Time (Fall Time)	 Tf	 RL=100Ω, Vcc=5V, Ic=0.5mA	 --	 10.0	 --	 µS	

Angular Response 	 Ө	 --	 --	 ±80	 --	 deg
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*1: Color Temperature=2870OK Stardard Tungsten Lamp.



Unit: mm, Tolerance: ±0.2
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Collector-Emitter Voltage 	 Vceo 	 30 	 V

Emitter-Collector Voltage 	 Veco 	 5 	 V

Collector Current 	 Ic 	 50 	 mA

Collector Power Dissipation 	 Pc 	 150 	 mW

Operating Temperature Range 	 Topr 	 -30 ~ +100 	 ºC

Storage Temperature Range 	 Tstg 	 -40 ~ +125 	 ºC

Junction Temperature	 Tj	 125	 ºC 	  	  	

Lead Soldering Temperature*1 	 Tls 	 260 	 ºC

  	  	 	

*1: Time 5 Sec max, Position: Up to 3mm from the body.

Peak Sensitivity Wavelength: 880nm
The MTD8000N4-T is a photo transistor in a TO-18 metal can domed package. It is well suited for high 

reliability and high sensitivity applications.

FEATURES

> High Reliability in Demanding Environments 

> Narrow Angular Response

> Metal Can Package 

> Compact 

APPLICATIONS

> Optical Switches

> Edge Sensing

> Fiber Optical Communications

> Smoke Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Light Current 	 IL 	 Vce=20V, L=100Lux *1 	 --	 3.0 	 -- 	 mA

Dark Current 	 ID 	 Vce=20V 	 -- 	 -- 	 100 	 nA

C-E Saturation Voltage 	 VCE(sat) 	 Ic=0.2mA, L=1000Lux *1 	 -- 	 0.2 	 -- 	 V

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Spectral Sensitivity 	 λ 	 *2 	 -- 	 800~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm

Switching Time (Rise Time)	 Tr	 RL=100Ω, Vcc=5V, Ic=1mA	 --	 10.0	 --	 µS	

Switching Time (Fall Time) 	 Tf	 RL=100Ω, Vcc=5V, Ic=1mA	 --	 10.0	 --	 µS

Anglar Response	 Ө 	 -- 	 -- 	 ±12 	 -- 	 deg

 	  	 	  			 

 	  	 	  	  	  	

 	  	 	  	  	  	

Photo Transistor
Product No: MTD8000N4-T
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*1: Color Temperature=2870OK Stardard Tungsten Lamp, *2: With Daylight Filter Type (Sensing Only IR Rays) also Available.
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

  	  	 	

 	  		

 	  	

 		   	 *1: Time 5 Sec max, Position: Up to 3mm from the body.

and high speed applications.

FEATURES

> Wide Angular Response 

> High Reliability in Demanding Environments 

APPLICATIONS

Electrical & Optical Characteristics (Ta = 25ºC)
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Product No: MTD8600M3B

Peak Sensitivity Wavelength: 880nm

Collector-Emitter Voltage Vceo  20  V

Emitter-Collector Voltage Veco  5  V

Collector Current Ic 30  mA

Collector Power Dissipation Pc 80      mW

Operating Temperature Topr -25 to 85 ºC      

Storage Temperature Tstg -30 to 100  ºC

Junction Temperature Tj 100  ºC

Lead Soldering Temperature *1 Tls 260  ºC

ITEMS  SYMBOL CONDITIONS  MIN          TYP  MAX  UNIT

2020-07-09

C-E Saturation Voltage VCE(sat)  Ic=0.2mA,Ee=5mw/cm2     --          0.2  --  V

Collector-Emitter Current Icel  Vce=10V,Ee=0.5mw/cm2* --          1.5  --  mA

Collector Dark Current Iceo  Vce=10V,Ee=0mw/cm2* --          --  100  nA

* Color Temperature=2870OK Stardard Tungsten Lamp

Spectral Sensitivity λ                                                              400 - 1100  nm

Peak Sensitivity Wavelength λp --                880  --  nm

Angular Response θ --                +/-80  --  deg

Switching Time (Rise Time) Tr                       RL=100Ω, Vce=5V,Ic=0.5mA  --                10 --             uS

Switching Time (Fall Time) Tf                       RL=100Ω, Vce=5V,Ic=0.5mA  --                10 --                        uS

> Optical Sensors

> Optical Switches

> Optical Detectors

Photo Transistor

> Compact

The MTD8600M3B is a photo transistor in a 3mm ceramic package. It is well suited for high reliability 
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Collector-Emitter Voltage 	 Vceo 	 30 	 V

Emitter-Collector Voltage 	 Veco 	 5 	 V

Collector Current	 Ic 	 50 	 mA

Collector Power Dissipation 	 Pc 	 250 	 mW

Operating Temperature Range 	 Topr 	 -30 ~ +100 	 ºC

Storage Temperature Range 	 Tstg 	 -40 ~ +125 	 ºC

Junction Temperature 	 Tj 	 125 	 ºC

Lead Soldering Temperature*1 	 Tls 	 260 	 ºC

			    	  	  	

 	  	 	   	  	  	*1: Time 5 Sec max, Position: Up to 3mm from the body.

Peak Sensitivity Wavelength: 880nm
The MTD8600N-T is a photo transistor in a TO-18 metal can domed package. It is well suited for high 

reliability and high sensitivity applications.

FEATURES

> High Reliability in Demanding Environments 

> Narrow Angular Response

> Metal Can Package 

> Compact 

APPLICATIONS

> Optical Switches

> Optical Sensors

> Edge Sensing

> Smoke Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Collector Emitter Current 	 Icel 	 Vce=20V, Ee=0.5mW/cm2 *1 	 --	 3.0 	 -- 	 mA

Collector Dark Current 	 Iceo 	 Vce=20V, Ee=0mW/cm2 *1	 -- 	 -- 	 100 	 nA

C-E Saturation Voltage 	 VCE(sat) 	 Ic=0.2mA, Ee=5mW/cm2 *1 	 -- 	 0.2 	 -- 	 V

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm

Switching Time (Rise Time) 	 Tr 	 RL=100Ω, Vcc=5V, Ic=0.5mA 	 -- 	 10.0 	 -- 	 µS

Switching Time (Fall Time)	 Tf	 RL=100Ω, Vcc=5V, Ic=0.5mA	 --	 10.0	 --	 µS	

Angular Response 	 Ө	 --	 --	 ±12	 --	 deg
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*1: Color Temperature=2870OK Stardard Tungsten Lamp.
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Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Collector-Emitter Voltage 	 Vceo 	 30 	 V

Collector-Base Voltage 	 Vcbo 	 30 	 V

Emitter-Base Voltage	 Vebo 	 5 	 V

Emitter-Collector Voltage 	 Veco 	 5 	 V

Collector Current 	 Ic 	 50 	 mA

Collector Power Dissipation 	 Pc 	 250 	 mW

Operating Temperature Range 	 Topr 	 -30 ~ +100 	 ºC

Storage Temperature Range 	 Tstg 	 -40 ~ +125 	 ºC

Junction Temperature	 Tj	 125	 ºC 	  	  	

Lead Soldering Temperature*1 	 Tls 	 260 	 ºC *1: Time 5 Sec max, Position: Up to 3mm from the body.

Peak Sensitivity Wavelength: 880nm
The MTD8600N4-T is a photo transistor in a TO-18 metal can dome top package. It is well suited for high 

reliability and high sensitivity applications.

FEATURES

> High Reliability in Demanding Environments 

> Narrow Angular Response

> Metal Can Package 

> Compact 

APPLICATIONS

> Optical Switches

> Edge Sensing

> Fiber Optical Communications

> Smoke Detectors

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Collector Emitter Current 	 Icel 	 Vce=20V, Ee=0.5mW/cm2 *1 	 --	 3.0 	 -- 	 mA

Collector Dark Current 	 Iceo 	 Vce=20V, Ee=0mW/cm2 *1	 -- 	 -- 	 100 	 nA

C-E Saturation Voltage 	 VCE(sat) 	 Ic=0.2mA, Ee=5mW/cm2 *1 	 -- 	 0.2 	 -- 	 V

Spectral Sensitivity 	 λ	 --	 -- 	 400~1100 	 -- 	 nm

Peak Sensitivity Wavelength 	 λp 	 -- 	 -- 	 880 	 -- 	 nm

Switching Time (Rise Time) 	 Tr 	 RL=100Ω, Vcc=5V, Ic=0.5mA 	 -- 	 10.0 	 -- 	 µS

Switching Time (Fall Time)	 Tf	 RL=100Ω, Vcc=5V, Ic=0.5mA	 --	 10.0	 --	 µS	

Angular Response 	 Ө	 --	 --	 ±12	 --	 deg
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*1: Color Temperature=2870OK Stardard Tungsten Lamp.
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