
Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL	 RATINGS	 UNIT

Reverse Voltage  	 VR 	 5 	 V

Operating Temperature Range 	 Topr 	 -20 ~ +85 	 ºC

Storage Temperature Range 	 Tstg 	 -30 ~ +100 	 ºC

Lead Soldering Temperature 	 Tls 	 260 	 ºC

 	   	

			    	  	  	              			 

	  	

 		   	 *1: Time 5 Sec max, Position: Up to  3mm from the body.

Peak Sensitivity Wavelength: 525nm

Electrical & Optical Characteristics (Ta = 25ºC)
ITEMS 	 SYMBOL 	 CONDITIONS 	 MIN 	 TYP 	 MAX 	 UNIT

Light Current 	 IL 	 *1 	 2.5 	 4.5 	 -- 	 µA

Dark Current 	 ID 	 VR=5V 	 -- 	 5 	 30 	 pA

Peak Sensitivity Wavelength 	 λp	 -- 	 -- 	 525 	 -- 	 nm

Responsivity 	 S 	 *2 	 -- 	 0.3 	 -- 	 A/W
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*1: VR=5V, λ=525nm, Ee=1mW/cm2, *2: VR=0V, λ=525nm.

FEATURES APPLICATIONS

> Optical Analytics 

> Optical Switches

> Light Barriers

> Currency Validation

Shunt Resistance    VR=10mV --  350G  --  ohm
Capacitance    VR=0V --  100  --  pf
Switching Time                   Tr, Tf             Vr=5V, RL=50Ω   --  1/60 --  ns

> Chip Active Area  0.57mm2

> 3mm Plastic Molded Package

> Wide Angular Response
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> High Reliability

Spectral Sensitivity  λ  --  --  410-580  --  nm
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Unit: mm, Tolerance: ±0.2

2

The information contained herein is subject to change without notice.
2021-05-27

 Photodiode
Product No:  GPDF525D3

Global Headquarters, 241 Noborito, Tama-Ku, Kawasaki 214-0014 Japan   WEBSITE: www.optrans.com

                    • PHONE: 81(44) 932-6491 • FAX: 81(44) 932-8281 • EMAIL: info@optransamerica.com



3

The information contained herein is subject to change without notice.
2021-05-27

 Photodiode
Product No:  GPDF525D3

Global Headquarters, 241 Noborito, Tama-Ku, Kawasaki 214-0014 Japan   WEBSITE: www.optrans.com

                    • PHONE: 81(44) 932-6491 • FAX: 81(44) 932-8281 • EMAIL: info@optransamerica.com


