
Absolute Maximum Ratings (Ta=25ºC)
ITEMS 	 SYMBOL 	 RATINGS	 UNIT

 	  	 	

 	  	 	

				     	  		              	

	           			 

			 

 		   	

Ultraviolet Emitter

Electrical & Optical Characteristics (Ta = 25ºC)

			                                   	                            	             

                                 	  	                                 	                                                	

 					      	

 		   	  		    	

 	                           			    	

 	   			    	

 	   	  		   	

 

ESD Classification 2  

Storage Temperature  Tstg  -40 ~ +100 ºC

ITEMS  SYMBOL  CONDITIONS                MIN.            TYP              MAX.   UNIT

FEATURES APPLICATIONS

> ESD protection 
> Silanna Safe 

> Gas sensing
> Liquid chromatography

Forward Current   IF  100  mA

Junction Temperature                     Tj 85  ºC

Power Dissapation                         PD                                IF=20mA                        --                0.12               --               W

Operating Temperature   Topr  0 ~ +60 ºC

Thermal Resistance Junction-Case  Tth                               IF=20mA                        --                7.5                 --              ºC/W

Product No: MTSM2550F-UV

Peak Emission Wavelength: 255nm

> Deep Ultraviolet LED > Chemical and biological analysis 
> Mercury Free > Water quality monitoring
> Long Lifetime

Forward Voltage          VF                                 IF=20mA                       5                  --                   7                 V

Peak Wavelength          ��p  IF=20mA                      250               255               260            nm

FWHM������������������������������������������������������������������������������������	*�Ë                               IF=20mA                       --                12                18            nm

View Angle          �Ï                                   IF=20mA                 ��      --                120               --              deg

Custom package solutions and sorting are available.

processes long lifetime and high conversion efficiency. 

�;�O�L��MTSM2550F-UV��is a powerful deep UV-C emitting device.  The SMD packaged device  

Radiant Flux PO  IF=20mA                       0.65               1.15              --             mW
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Note: Also available on PCB - Star board MTSM2550F-UVS (See Page 5)



Ultraviolet Emitter

Package Dimensions

Product No: MTSM2550F-UV
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Ultraviolet Emitter
Product No: MTSM2550F-UV
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Ultraviolet Emitter
Product No: MTSM2550F-UV
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The information contained herein is subject to change without notice.

We reserve the right to make changes to improve technical design and may do so without further notice. Parameters can vary in different applications. All 
operating parameters must be validated for each customer application by the customer.

Starboard Dimensions

Overall Board Dimensions:  +/- 0.010" (0.254mm)
Aluminum Core Board  0.040" (1.02mm) Thickness

Ultraviolet Emitter
Product No: MTSM2350D-UV
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Ultraviolet Emitter
Product No: MTSM2550F-UV
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Ultraviolet Emitter
Product No: MTSM2550F-UV
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Ultraviolet Emitter

The information contained herein is subject to change without notice.
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