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> High Reliability

Preliminary

ITEMS  SYMBOL RATINGS UNIT

Reverse Voltage   VR  5  V

Operating Temperature Range  Topr  -40 ~ +100  ºC
Storage Temperature Range  Tstg  -40 ~ +120  ºC

Junction Temperature             Tj  150  ºC

> 1.6mm square SMD Package

FEATURES

> Lambertian Radiation Pattern

SWIR Emitter

Peak Emission Wavelength:

efficiency and is packaged in a 1.6mm square SMD package.

*1 Tw=10usec, T=10msec

Reverse Current  IR  VR=5V  --  --  10  µA

> Cathode-up design

Half Intensity Beam Angle Ө  IF=50mA --                         130  --  deg

The MTSM1201SM1 is a SWIR Emitter designed for applications requiring high power and

Product No: MTSM1201SM1

Forward Voltage  VF  IF=50mA  --  1.06  --  V

Peak Emission Wavelength λp  IF=50mA --  1200  --  nm
Spectral Line Half Width Δλ  IF=50mA  --  72  --  nm

Power Output  PO  IF=50mA --  10  --  mW

Forward Current (DC)    IF  60  mA

> CSP (Chip Scale Packaging) > Maximum drive current: up to 60mA

Forward Current (Pulse)*1   IFP  100  mA
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Product No: MTSM1201SM1
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Relative Spectral Power Distribution

Radiation Pattern

SWIR Emitter
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Product No: MTSM1201SM1
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