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CREE LED Surface Mount LEDs



CR-SMD

Product Color DWL DWL
Min.

DWL
Max.

CCT
Min.

CCT
Typ.

Intensity
Min.

Intensity
m2

Forward
Voltage Angle Conditions

IF Dimensions

CLA1A-MKW Warm
White 2500K 3200K 1400 mcd 2500 mcd 3.6V 0° 

CLA1A-WKB Cool
White 4600K 5500K 1400 mcd 2600 mcd 3.6V 0° 

CLA1A-WKW Cool
White 4600K 5500K 1800 mcd 2800 mcd 3.6V 0° 

CLA1B-MKW Warm
White 2500K 4700K 2520 mcd 3023 mcd 3.2V 0° 

CLA1B-WKW Cool
White 4700K 8300K 2800 mcd 3177 mcd 3.2V 0° 

CLA2A-WKW Cool
White 4600K 5500K 2240 mcd 3800 mcd 3.2V 0° 

CLM1B-AKC Amber 591 584 596 900 mcd 1050 mcd 2.3V 

CLM1B-AKW Amber 591 584 596 450 mcd 750 mcd 2.1V 0° 

CLM1B-BKW Blue 470 460 480 280 mcd 450 mcd 3.2V 

CLM1B-GKW Green 527 520 540 710 mcd 13000 mcd 3.2V 

CLM1B-RKW Red 624 618 630 450 mcd 650 mcd 2.1V 0° 

CLM1C-WKW Cool
White 4600K 6800K 900 mcd 1800 mcd 3.2V 

CLM2B-AEW Amber 591 584 599 2800 mcd 5000 mcd 2.5V 

CLM2B-REW Red 624 618 630 2240 mcd 3700 mcd 2.5V 

CLM2C-ACA Amber 591 584 596 1800 mcd 4000 mcd 2.0V 

CLM2C-BCA Blue 470 460 480 900 mcd 1600 mcd 3.2V 

CLM2C-GCA Green 530 520 540 2240 mcd 5500 mcd 3.2V 

CLM2C-RCA Red 621 619 624 1400 mcd 3500 mcd 2.0V 

CLM2D-ACC Amber 590 584 596 2800 mcd 5200 mcd 2.1V 

CLM2D-APC Amber 590 584 596 1800 mcd 3500 mcd 2.1V 30° 

CLM2D-BCC Blue 470 465 475 1400 mcd 2300 mcd 3.1V 

CLM2D-BPC Blue 470 465 475 1120 mcd 2000 mcd 3.1V 30° 

CLM2D-CCC Cyan 506 500 512.5 3550 mcd 6500 mcd 3.2V 

CLM2D-CPC Cyan 505 495 515 3550 mcd 4800 mcd 3.1V 30° 

CLM2D-GCC Green 527.5 520 535 7100 mcd 12000 mcd 2.9V 



CLM2D-GPC Green 527.5 520 535 5600 mcd 10000 mcd 2.9V 30° 

CLM2D-RCC Red 621 619 624 2800 mcd 5000 mcd 2.0V 

CLM2D-RPC Red 621 619 624 1800 mcd 3500 mcd 2.0V 30° 

CLM3A-BKW Blue 470 460 480 224 mcd 400 mcd 3.4V 

CLM3A-GKW Green 527 520 540 560 mcd 1000 mcd 3.4V 

CLM3A-MKW Warm
White 1400 mcd 3.2V 120° 20mA 2.7 x 2.0 mm 

CLM3A-WKW White 1600 mcd 3.2V 120° 20mA 2.7 x 2.0 mm 

CLM3C-AKW Amber 591 584 596 355 mcd 700 mcd 2.1V 0° 

CLM3C-MKW Warm
White 1560 mcd 3.2V 20mA 2.7 x 2.0 mm 

CLM3C-RKW Red 624 618 630 450 mcd 710 mcd 2.1V 0° 

CLM3C-WKW White 1850 mcd 3.2V 120° 20mA 2.7 x 2.0 mm 

CLM4B-AKB Amber 591 584 599 1120 mcd 1500 mcd 2.4V 0° 

CLM4B-AKC Amber 591 587 596 1400 mcd 1900 mcd 2.2V 0° 

CLM4B-AKW Amber 591 584 599 1120 mcd 1500 mcd 2.4V 0° 

CLM4B-BKB Blue 470 460 480 355 mcd 550 mcd 3.6V 

CLM4B-BKC Blue 470 460 475 355 mcd 600 mcd 3.1V 

CLM4B-BKW Blue 470 460 480 355 mcd 550 mcd 3.6V 

CLM4B-GKB Green 527 515 535 1120 mcd 1800 mcd 3.6V 

CLM4B-GKC Green 527 520 535 2240 mcd 3200 mcd 3.1V 

CLM4B-GKW Green 527 515 535 1400 mcd 1800 mcd 3.6V 

CLM4B-RKB Red 624 618 630 1120 mcd 1600 mcd 2.4V 0° 

CLM4B-RKC Red 624 618 630 1120 mcd 1700 mcd 2.5V 

CLM4B-RKW Red 624 618 630 1120 mcd 1160 mcd 2.4V 0° 

CLM4C-PKW Orange 615 610 622 1120 mcd 2000 mcd 2.4V 0° 

CLMUC-FKA RGB 55 / 170 /
28 mcd 5 mA 1.5x1.5x1.0 

CLMUD-FKA RGB 54 / 180 /
30 mcd 5 mA 1.5x1.5x1.0 

CLMUD-FKC RGB 450 / 750 /
145 110 1.5mmx1.5mm 

CLMVC-FKA RGB 80 / 225 /
43 mcd 5 mA 2.0x2.0x0.9 

CLMVC-FKC RGB 420 / 650 /
145 mcd 

15 / 10 / 10
mA 2.0 x 2.0 mm 



CLMWB-FKC RGB 525 / 1030 /
210 120 1.6mmx1.7mm 

CLMXB-FKA RGB 275 / 565 /
103 mcd 

15 / 10 / 10
mA 2.1x1.8x1.55 

CLMXB-FKC RGB 515 / 1200 /
240 mcd 

15 / 10 / 10
mA 2.19x1.8x1.55 

CLN6A-MKW Warm
White 6500 mlm 3.8V 115° 300mA 5.0 x 5.0 mm 

CLN6A-WKW White 8000 mlm 3.8V 115° 300mA 5.0 x 5.0 mm 

CLP6B-MKW Warm
White 2500K 3200K 7100 mcd 12000 mcd 3.8V 0° 

CLP6B-WKW Cool
White 4600K 6800K 9000 mcd 14000 mcd 3.8V 0° 

CLP6C-AKW Amber 591 584 596 3550 mcd 5000 mcd 2.4V 0° 

CLP6C-FKB RGB See Spec See Spec 120° See Spec 6.0 x 5.0 mm 

CLP6C-RKW Red 624 618 630 3550 mcd 4800 mcd 2.4V 0° 

CLP6S-MKW White 3800 mcd 4.0V 120° 50mA 6.0 x 5.0 mm 

CLP6S-WKW White 4000 mcd 4.0V 120° 50mA 6.0 x 5.0 mm 

CLQ6A-FKW RGB 
4500 /

12000 /
3000 mcd 

100 mA 5.0x5.2x1.1 

CLQ6A-TKW RGBW 
4500 /

10400 /
2700 / 8200

mcd 
100 mA 5.0x5.2x1.1 

CLQ6A-YKW RGBA 
4500 /

10400 /
3000 / 6300 

120 5.2mmx5.0mm 

CLQ6B-TKW RGBW 
4700 /

12000 /
3400 /
15000 

120 5.2mmx5.0mm 

CLR6A-TKW RGBW 7.5 / 15.5 /
3.3 / 14 120 3.8mmx3.8mm 

CLS6B-FKW RGB 770 / 1500 /
350 mcd 20 mA 4.7x1.5x1.3 

CLV1A-FKB RGB 320 / 1200 /
320 mcd 20 mA 3.2x2.8x1.9 

CLV1H-FKB RGB 1000 / 2400
/ 530 120 3.2mmx2.8mm 

CLV1L-FKB RGB 680 / 1250 /
235 mcd 

20 / 15 / 15
mA 3.2x2.8x1.9 

CLV6A-FKB RGB See Spec See Spec 120° See Spec 5.5 x 5.5 mm 

CLV6F-FKB RGB 1100 / 2600
/ 600 120 5.5mmx5.5mm 



CLVBA-FKA RGB 320 / 500 /
160 mcd 20 mA 3.2x2.8x1.9 

CLW6A-TKW RGBW 3.4 / 6.8 /
1.5 / 5.9 120 3.5mmx3.5mm 

CLX6E-FKC RGB 500 / 950 /
240 mcd 

15 / 10 / 10
mA 3.5x3.4x2.8 

CLX6F-AKB Amber 587.5 597.5 3550 mcd 4200 mcd 2.2V 

CLX6F-BKB Blue 465 475 2240 mcd 2800 mcd 2.9V 

CLX6F-FKC RGB 900 / 2100 /
500 mcd 20 mA 3.5x3.5x2.5 

CLX6F-GKB Green 520 540 5020 mcd 7100 mcd 2.9V 

CLX6F-PKW PC
Amber 6300 mcd 9000 mcd 3.3V 

CLX6F-RKB Red 619 624 1120 mcd 1450 mcd 2.1V 

CLY6C-FKC RGB 500 / 900 /
245 mcd 

15 / 10 / 10
mA 2.8x2.8x2.5 

CLY6D-FKC RGB 750 / 1350 /
240 mcd 

15 / 10 / 10
mA 2.8x2.8x2.5 

CLYBB-FKA RGB 420 / 730 /
135 mcd 

15 / 10 / 10
mA 2.8x2.8x2.3 

CV94A-FGC RGB 1600 / 2800
/ 560 90 / 45 9.4mmx4.2mm 

CV94D-FCC RGB 
6000 /

12000 /
2300 

30 9.4mmx4.2mm 

QLS6A-FKW RGB 900-2800
mcd 

14 / 12 / 16
mA 4.7x1.5x1.3 

QLS6B-FKW RGB 900-2800
mcd 

14 / 12 / 16
mA 4.7x1.5x1.3 

QLS6C-FKW RGB 3175 / 4500 120 4.7mmx1.5mm 

SLV6A-FKB RGB 700 / 1600 /
400 mcd 20 mA 5.5x5.5x2.5 

SLV6D-FKB RGB 780 / 1200 /
280 mcd 

10 / 10 / 15
mA 5.5x5.5x2.5 

UHD1110-FKA RGB 78 / 106 /
24 mcd 5 mA 1.0x1.0x0.6 

UHD1110-FKA RGB 

UHD111A-FKA RGB 35 / 60 / 12 120 10mA 1.0mmx1.0mm 




